Standard Z.2.2:  systemdata Data Elements
The ATC Change Narrative posting shall include in the systemdata template the following information for each path:

· SYSTEM_ELEMENT_TYPE = “PATH”

SYSTEM_ELEMENT  = Name of the path whose  ATC was changed as a result of a 10 percent or greater change in a posted TTC or Total Flowgate Capability (TFC). 

associated with the posted TTC component value

· SYSTEM_ATTRIBUTE = “ATC_CHANGE_NARRATIVE”

· START_TIME = Date and time that the ATC was changed due to the criteria specified in Z.1.1. 

· STOP_TIME = Date and time for the end of the TTC change posting.  If the date and time for TTC returning to the previous posted value is unknown then a null value shall be returned for STOP_TIME. 

· ATTRIBUTE_VALUE =  The maximum change in TTC or ATC, as applicable, over the start /stop time interval rounded to the nearest percent (e.g., an increase of 13.7% in TTC would be posted as +14% and a decrease of 13.7% in TTC would be posted as -14%) 

· ATTRIBUTE_UNITS = “%”

· ANNOTATION = Narrative text 

Motion Barry 

Where there is a 10% or greater change in TTC or TFC, all paths whose ATC is affected by such TTC or TFC change will have an annotation explaining the cause of the TTC or TFC change.
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