	BPS/ESS/ITS Motions

Load Forecast/Actual Peak Load Recommendation

	Date
	Motion By
	Second
	Status
	Recommendation

	2/13/08
	Barbara Rehman
	
	Failed
	Shall post the final Load Forecasts required in 18 CFR for the previous day and may post for a future day.  

	2/13/08
	JT Wood 
	
	Passed
	Shall post the final Load Forecasts required in 18 CFR in advance of the forecasted period.  

	2/13/08
	Marcie Otondo
	
	Passed
	Define Actual Daily Peak Load to be a single integrated clock hour peak value for the prior day using best available information.

	2/13/08
	Marilyn Franz
	
	Passed
	There shall be different aspects in the Standards to represent the differences within MOD 028, 029, 030. 

	2/13/08
	Cheryl Mendrala
	
	Passed
	If the RTO/ISO is currently creating their footprint Load Forecast or Actual Daily Peak Load values based on an aggregation of the area values that are readily available (historical Control Area or Balancing Area, etc.), then those area values shall also be posted in addition to the footprint postings.   Using this area concept the standard need not require posting by LSE.   

	2/13/08
	Marcie Otondo 
	
	Passed
	The Forecast Load shall be comparable to the Actual Daily Peak Load values (e.g.. BA forecast to BA actual)  but this does not require nor restrict the posting of additional Forecast Load or Actual Daily Peak Load values.  
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